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 CUSTOMER GUIDELINES FOR SUBMITTING GRAPHICS ARTWORK 
Our goal is to provide you with the best possible quality graphics for your event or exhibit.  You can help us in 
that effort by providing digital art files using the following guidelines.  If you are sending us completed, print-ready 
files, please pass the following information on to your graphics designer.  Artwork must be submitted in the proper 
resolution and/or file size to produce quality images.  Please provide proper color matching information and proofs 
to ensure accurate color reproduction.
PLEASE PROVIDE THE FOLLOWING WHEN SUBMITTING ART
PLEASE PROVIDE THE FOLLOWING WHEN SUBMITTING ART

RASTER ART (photos, logos containing any continuous tone images):
• Art submitted at 1:1 (100�), resolution should be no less than 60 dpi (100 dpi preferred)
• Art submitted at 2:1 (50�), resolution should be no less than 120 dpi (200 dpi preferred)
• Art submitted at 4:1 (25�), resolution should be no less than 240 dpi (400 dpi preferred) 

9E&TOR ART:
• Logos should be vector and have outlined fonts (if provided as bitmap, please use high-res images)

FONT AN' L,N.S:
• Supply all fonts used in your design (]ip Mac fonts). ,f unsure how to collect fonts, convert them to outlines.
• Supply all links used in your document. 8se packaging feature if available. ,f unsure how to collect links, 

embed them in the file when saving.
&OLOR:

• ,f PMS color matching is reTuired, please use original Pantone � Solid &oated swatches in your artwork. 
Modifying Pantone names will result in printing default color (&M<.).

• &M<. artwork will be produced �As ,s�. Our color output is balanced and vibrant.
• &onvert RGB art to &M<. if possible.
• ,f you are sending &ertified &olor Proofs (Gracol, Swop, Fogra), please provide ,&& file information used to 

print your samples. Best option would be to include ,&& chart on your prints.
ART:OR. ,N THE STR8&T8RE:
Please note that any panels going in the metal frame will hide 1�4� of your art all the way around. ,f you have 
continuous wall where individual panels are divided by metal, use 1.25� spacing in between each  panel to account 
for gaps and the natural flow of the graphics.

ACCEPTABLE FILE  SOFTWARE 

:e are capable of working with both P& and MA& based software, and can accept art created with the A'OBE 
&reative Suite - ,llustrator, ,n'esign, and Photoshop.

Always provide the following:
• Native files with fonts and links (]ipped)
• High-res P'F-;�4 exports of the files

ACCEPTABLE FILE TYPES AND SUPPORT FILES

NAT,9E F,LES:
• A, &LO8' (&&) file with Packaged supporting links and fonts. <ou may keep images linked but Packaging 

feature must be used.
• A, (&S6, &S5, &S4...) file with embedded links and outlined fonts.
• EPS file with embedded links and outlined fonts.
• ,N'' file with Packaged supporting links and fonts.

PR,NT F,LES:
• High-res P'F-;�4 (preferred).
• A, with P'F content (choose this option when saving file).
• EPS files with embedded links and outlined fonts.

RASTER OF B,TMAP ART:
• Photoshop EPS (preferred, use 8-bit preview, Max. 4uality -PG compression).
• PS' (make sure font layers are rasteri]ed).
• T,FF, -PG (Tuality 8 and higher).

MA& users: 8se =ip or Stuffit programs when submitting fonts other than OTF (Open Type Fonts).

WAYS TO SEND ARTWORK

Files below 10 MB can be delivered via email. Larger files may be posted to Freeman
s FTP site. <ou may get the 
password and other needed information from your Freeman service representative in order to post files. However, 
a hard copy proof and backup of the files on &'-Rom�'9' may be reTuired to be sent via overnight delivery in 
addition to posting the electronic files. Please call 702-579-1700 for assistance.


